








PRODUCT DESCRIPTION
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Evaporator door

Drain pan

Tempered glass shelves
Crisper cover

Crisper

Defrost controller

Lamp cover

Door gasket

Side racks
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OPERATING THE APPLIANCE

1. The thermostat control situated in the appliance regulates the temperature.

Thermostatcontrol Defrostbutton

Position “0” — OFF
Position “1-5” — 1 is the warmest setting and 5 is coldest setting.
NOTE: Do not leave the appliance to run at position “5” for prolonged period as
this will damage the compressor and the food inside the freezer.

2. Regulate the thermostat to “3” to check on the operation before switching to higher
cooling level.
NOTE: The optimum cooling level is position “THREE or FOUR” (to avoid over cooling
and damaged to the compressor).

3. Check the temperature after 4 hours. If the cooling has reached to acceptable level, you
may start using the appliance.

4. The temperature will be affected by:
- Room temperature;
- How often the door is opened; and
- How much food is stored

5. In determining the correct temperature control setting, all the above factors have to be
considered and some experimentation may be required.

6. Always store the hot food after it is completely cold. Never store hot items into the
appliance.

7. Always pack the food completely before putting into the appliance to avoid taste mixing
and frosting together.

8. If there is an electricity cut-off, please wait 10 minutes before operating the appliance

again to avoid damage to the compressor.



DEFROSTING THE APPLIANCE

1.

Getting the air into the appliance may form a layer of frost inside. It will weaken the
refrigeration when the frost is thick. When it is more than 5mm thick, you should

defrost the appliance.

2. Wrap the food and keep them in a cool place.

Press the defrost button for an immediate cut off of the cooling system. Water from the
melting ice will be contained in the drain pan. When the defrosting process has
completed, the cooling system will automatically restart.

The water from defrosting process will flow into the drain pan at the rear of the
appliance and will automatically evaporate overtime.

Speed up the defrosting process by putting bowls of hot (not boiling) water in the
appliance.

The appliance should be defrosted once every one month depending on the usage.

7. If the appliance door was opened frequently or using the appliance in high humidity

area, we advise the user to defrost once every two weeks.

This appliance should not be left unused for a long period. To stop using the appliance,
disconnect the main power. Clean the interior and dry it completely. Open the door for
2-3 days to ensure it is dry completely.

ENERGY SAVING TIPS

1. Do not place warm food into the appliance. Allow warm food to cool down first.

2. Do not install the appliance near cookers, radiators, or other sources of warmth.
3.
4

. Make sure the side plates and back plates are with certain distance from the wall. It is

High ambient temperature will cause the compressor to operate more frequent.

strongly recommended that the back of the appliance is at least 10cm away from the
wall.

When the compressor is operating please do not open the door too often or leave the
door open any longer than necessary.

Do not set the temperature to any colder than necessary.

7. Store the food logically, do not try to overload or exceed the loading limit.






CLEANING AND MAINTENANCE

1. Always ensure that the electrical main is turned off and unplug before cleaning the
appliance.

2. Wrap the food and keep them in a cool place.

3. Do not use chemical, steel, wooden or abrasive cleaners to clean the appliance.

4. Never use sharp instruments to scrape off frost or ice.

5. After cleaning, wipe the appliance until it is completely dry.

6. Use warm water to clean the oil and stains on the gasket in order to keep its elasticity.

7. This appliance should be serviced by an authorised service technician. Please contact
the service centre if you required service on the appliance.

8. Under no circumstances should you attempt to repair the appliance by yourself.
Repairs carried out by inexperienced persons may cause injury or serious
malfunctioning.

TROUBLESHOOTING
Failure Failure Reason Possible Solution
The plug is not plugged. Plug in and turn on the power.
Appliance does not cool Thermostat control is set to 0. Set the thermostat control to 3.
The fuse on the plug has blown. Change the fuse.
The thermostat is set to minimum. Check the t‘hlermostat and regulate to
normal position.
Appliance is too warm The door has not closed properly. mz‘;:rsl;_re the door is closed
The door has opened too frequently. -rl;gtlﬁ:;lnnti(;efsr:[;ye:)tloyé atonce. Do
The appliance is inclining or the surface | Make sure the appliance is
Loud noise is not flat. positioned on a flat surface.

The wheel does not touch the floor well. | Adjust the wheel screw.

The food is warm or too much food Store the food after cooling or reduce

stored. the quantity.

Door is opening too regular. Reduce the frequency to open the
door.

The compressor does not stop | Door has not closed properly. Make sure the door is closed

properly

Directly under sunlight or too close to Do not install the appliance under

heat resources. direct sunlight.

The air ventilation is not good. Keep certain space for ventilation.




place for recycling of electrical and electronic appliances. By collecting and recycling waste, you help to save

NOTICE
This appliance must not be disposed together with domestic waste. It has to be disposed at an authorized E/
natural resources and make sure the appliance is disposed in an environmental friendly and healthy way. —









